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High Ouput BAXI Duo-Tec MP+ gas condensing boilers for light commercial heating applications. Condensing 
technology extracts and reuses heat from burnt gases to deliver a genuine rated efficiency of 97% making the 
Duo-Tec MP+ range one of the most green & efficient light commerical boilers on the Australian market. Wall 
hung for compact installation, suitable for indoor and outdoor use.

FEATURES  ADVANTAGES 

HIGH EFFICIENCY

•	 �Six models 35kW - 110kW
•	� Wall hung, compact size and minimal weight
•	� Indoor / Outdoor, NG, LPG and AGA approved
•	� Digital control panel with push buttons and  

backlit LCD display
•	� 316 Stainless Steel Heat Exchanger (5 yr warranty) 

- Single Chamber (35, 50, 60, 70kW), Double Chamber (90, 110kW)

•	� 4 Bar pressure relief valve included
•	� Cascade install up to 12 boilers (12 x 110 = 1320kW)
•	� Complete range of accessories
•	� Frontal access for easy servicing
•	� Soundproofing for quiet operation
•	� Frost protection, as well as pump and diverter 

valve seize prevention
•	� Built-in outdoor temperature compensation option
•	� Facility for DHW and solar integration
•	� Conforms to strict European ERP standards
•	� Mixed zone system (high and low temperature) option
•	� System to prevent pump sticking, cycles every 24 hours 

parts and labour.

•	� High Modulation Rations
•	� Flexible Cascade Install
•	� Compact, Light Weight
•	� Indoor & Outdoor Use
•	� Stainless Steel Heat exchangers

•	 Rated Efficiency 97% @ 50 °C, 90% @ 80 °C as per AS 4552
•	� Upgraded integral High-Flow Modulating Pump for 

increased flow rate efficiency
•	� ‘think’ intelligent system management to maximise 

component integration efficiency
•	� 1:9 modulation ‘turndown’ ratio adjusts to heat output, 

prevents short cycling (1:9 50-110kW, 1:7 35kW)
•	� Condensing pre-mix burner, reuses waste flue gases reduces 

noxious waste (up to 80% of NOx, 90% of CO)
•	 Modulating fan with electronic speed adjusting system

LUNA DUO- TEC MP+
35kW to 150kW

Luna Duo - Tec MP+
35kW to 150kW
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SPECIFICATION & PERFORMANCE

Model Code 		 MP 1.35 	 MP 1.50 	 MP 1.60 	 MP 1.70 	 MP 1.90 	 MP 1.110

Type (Indoor / Outdoor) 		 ID / OD 	 ID / OD 	 ID / OD	  ID / OD	  ID / OD	  ID / OD

Gas Used (Natural / Propane)		  NG / LPG 	 NG / LPG 	 NG / LPG 	 NG / LPG	  NG / LPG 	 NG / LPG

Nominal Gas Consumption 	 MJ/h 	 140 	 186 	 227 	 268 	 351 	 415

Turn Down Gas Consumption 	 MJ/h 	 20 	 20 	 25 	 30 	 39 	 47

Modulation Ratio 		 1:7 	 1: 9 	 1:9 	 1:9	  1:9	  1:9

Max Heat Output at 80/60 °C 	 kW 	 33.8 	 45 	 55 	 65	  85	  102

Min Heat Output at 80/60 °C 	 kW 	 5.0 	 5.0 	 6.1 	 7.2	  9.4 NG / 12.2 LPG	  11.4

* Efficiency at 80/60 °C % 90 	 90	  90	  90	  90	  90

Max Heat Output at 50/30 °C 	 kW	  36.6 	 48.6 	 59.4 	 70.2 	 91.8	  110.2

Min Heat Output at 50/30 °C 	 kW 	 5.4 	 5.4 	 6.6	  7.8	  10.2 NG / 13.1 LPG 	 12.3

*Efficiency at 50/30 °C % 97 	 97 	 97 	 97 	 97	  97

Min - Max Water Circuit Pressure 	 bar/kPa 	 0.5-4.0 / 50-400 	 0.5-4.0 / 50-400 	 0.5-4.0 / 50-400	 0.5-4.0 / 50-400 	 0.5-4.0 / 50-400	  0.5-4.0 / 50-400

Flue Duct Diameter 	 mm 	 80 / 125 	 80 / 125	  80 / 125	  80 / 125	  110 / 160	  110 / 160

Max Flue Temperature 	 C° 	 90 	 92 	 96 	 76	  70	  70

Waste NOx Emissions 	 mg/kWh 	 31.8 	 29.8 	 34.1 	 34.8 	 39.5	  24.7

Gas Input Pressure (NG / LPG)	  kPa 	 1.13 / 2.75	  1.13 / 2.75 	 1.13 / 2.75 	 1.13 / 2.75 	 1.13 / 2.75	  1.13 / 2.75

Power Supply 	 V/Hz 	 230V / 50Hz 	 230V / 50Hz 	 230V / 50Hz 	 230V / 50Hz	  230V / 50Hz 	 230V / 50Hz

Power Consumption 	 W	  180	  190	  210 	 210	  275	  320

Net Weight (Indoor / Outdoor) 	 kg	  40 / 47 	 40 / 47 	 40 / 47	  50 / 57 	 83 / 95 	 93 / 105

Boiler Capacity (Water Volume) 	 ltr 	 4	  4 	 5 	 6 	 9	  10

Noise Level at 1 metre 	 db(A) 	 <50 	 <50 	 <50 	 <50 	 <50 	 <50

Australian family owned Company since 1932  Sold in over 30 countries around the world

 LUNA DUO- TEC MP+

DISTRIBUTED BY

• �Overheat limit thermostat for water/flue exchanger, 
electronic temperature control by NTC probes

• �Hydraulic differential pressure switch in event of 
low water or high pressure

• �Electronic thermometer, heating pressure gauge

• �Heating and DHW integrated in the control panel

• �Flow over-temperature thermostat

* Australian Efficiency Ratings as per AS 4552

AUSTRALIAN APPROVALS 
• BAXI Duo-Tec MP+ boilers are tested and approved for Australian use 
• Indoor and Outdoor applications 
• Natural Gas and Propane Gas 
• Relevant Electrical and Fittings approvals N28384

N204AGA Cert 
 No. 7023

Complies with  
AS 3498/AS 4552

 Luna Duo- Tec MP+
Indoor Models

 Luna Duo- Tec MP+
Outdoor Models
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